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Product Identification No.
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Field of Application

Anwendungsbereich

Owner of Certificate
Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product Description
Produktbezeichnung

‘Model
Modell

Test Reports
Priifberichte

Test Basis
Priifgrundlagen

04-A-DE

¢ Ablaufdatum / Aktenzeichen

8-

Date of Expiry / File No.

EC Pressure Equipment Directive (2014/68/EU)
EG-Druckgeréterichtlinie (201 4/68/E U)

Wigersma & Sikkema B.V.
Leigraafseweg 4, NL-6983 BP Doesburg

Wigersma & Sikkema B.V.
Leigraafseweg 4, NL-6983 BP Doesburg

gas fittings: Pressure regulator with safety shut-off device for natural gas
and all-gas (4308)

pilot operated pressure regulator with a safety shut device
RS300S PN10; RS350S PN10/ PN16
supplement test: 20-00130-AB02-341 from 13.04.2021 (EBI)

2014/68/EU A Ill B Baumusterprifung (15.04.2014)
DIN EN 334 (01.11.2019)
DIN EN 14382 (01.11.2019)

02.08.2027 / 20-0026-GDR

DVGW CERT GmbH
v i,f ) Zertifizierungsstelle
22.06.2021 Kb A-1/2 ° h. ( At Josef-Wirmer-Str. 1-3
Date, Issued by, Sheet, Head of Certification Body -
Datum, Bearbeiter, Blatt, Leiter der Zertifizierungsstelle ) (( DAkkS 53123 Bonn
Deutsche Tel. +49228 91 88-888
Akkreditierungsstelle Fax +49 228 91 88-993

D-ZE-16028-01-02
www.dvgw-cert.com
info@dvgw-cert.com
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Gas Category Remarks

Gasart Bemerkungen

fuel gases of the 1., 2. & 3.

gas family

Type Technical Data Remarks
Typ Technische Daten Bemerkungen

RS300S PN10; RS350S
PN10

RS350S PN16

RS300S PN10

RS350S PN16

RS300S PN10

RS350S PN16

nominal diameter: DN 50

max. allowable pressure PS: 10 bar
nominal diameter: DN 50

max. allowable pressure PS: 16 bar
nominal diameter: DN 80

max. allowable pressure PS: 10 bar
nominal diameter: DN 80

max. allowable pressure PS: 16 bar
nominal diameter: DN 100

max. allowable pressure PS: 10 bar
nominal diameter: DN 100 :
max. allowable pressure PS: 16 bar

Type Variation
Ausfiihrungsvariante

Explanations
Erlduterungen

RS300S; RS350S ...
RS300S; RS3508S ...
RS300S; RS3508S ...
RS300S; RS350S ...
RS300S; RS350S ...
RS300S; RS350S ...
RS300S; RS350S PN10
RS350S PN16

with pilot P400: range: 25 - 400 mbar

with pilot P1600: range: 400 - 1600 mbar
with pilot P6400: range: 1600 - 6400 mbar
SAV-type: LD: range 20 - 110 mbar
SAV-type: MD: range 65 - 870 mbar
SAV-type: HD: range 755 - 8200 mbar
inlet pressure: 0.5...10.0 bar

inlet pressure: 0.5...16.0 bar

Hints of Utilization / Remarks

Verwendungshinweise / Bemerkungen

Controlled pressure range: 0,02 ... 6,4 bar

Ambient temperature range: -20 ... +60 °C (classe 2)
Accuracy/ lock up pressure class: pd >= 0,05 bar: AC 2,5/ SG 5
Accuracy/ lock up pressure class: pd <0,05 bar: AC 5/ SG 10
Accuracy group SSV: pd >= 0,05 bar: AGo 2,5/AGu 10
Accuracy group SSV: pd < 0,05 bar: AGo 10/ AGu 20

Strength: type IS (integral strength) for PN 10 bar/ PN 16
Function: fail-to-close

Connections: flanges acc. dimensions EN 1092-2, PN 16

Material: EN-GJS400-15, EN-GJS-400-18 LT (DN 100); EN-AW-6082 T6; EN AW-6026 T6; S355J2G3; AC-42100 ST6;

1.4404




